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€2.301#% - CUTTING UNIT BOUNDARIES (08/2001)

The boundaries of cutting unite are designated as shown in the following table.

The trees used for
boundary designation are not to be cut.

See Cutting Unit Boundary Designation Table



RQ-C2.301# - CUTTING UNIT BOUNDARIES. (9/01) The boundaries of cutting units are designated as

shown in the following table. The trees used for boundary designation are not to be cut.

Cutting Unit Boundary Designation Tabie

Cutting Unit Paint Color Designation
All Orange Vertical stripes of orange paint on

three sides of each cutting unit
boundary tree, extending below
stump height to a helight of five
feet or more. The middle stripe of
paint faces into the area to be cut.
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C2.357# - INDIVIDUAL TREES (CUT TREE MARKING) (04/2004)

Notwithstanding B2.35, in units shown as ITM on the Sale Avea Map, individual trees are designated for
cutting only if marked above and below stump height as shown in the table below:

See Cut Tree Marking Table



RO-G2.357# - INDIVIDUAL TREES (CUT TREE MARKING). (4/04) Notwithstanding B2.35%, in units shown as ITM

on the Sale Area Map, individual trees are designated for cutting only if marked above and below stump height as
show in the table below:

Cut Tree Marking Table

Cutting Unit Paint Color

6&9 Blue
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C4.211 - DOWNPAYMENT (06/2007)

The deownpayment amount shown in Al€ may not be applied toward any other payment required under the
provisions of thig contract, except damages determined pursuant to B9.4, transferred to other timber sales,
or refunded until (a) stumpage value representing 25 percent of the total bid value of the timber sale has
been charged and pald for, or (b} the estimated value of the unscaled timber is equal to or less than the
" amount of the downpayment, or (c) if 35 CFR 223.49(e) is applicable, the estimated value of the unscaled
timber is equal to or less than the amount of the downpayment.
If Forest Berxvice makes a determination that this contract should not have been included under in-

creased downpayment reguirements (38 CFR 223.49(e)}, the downpayment shall be revised and applied in
caccordance with 36 CFR 223.49(f).

C4.212 - TEMPORARY REDUCTION QF DOWNPAYMENT (08/2009)

Notwithstanding B4,211 or C€4.211, upon the Purchasexr's written request Forest Service may temporarily
reduce the downpayment when Purchaser's scheduled operations are delayed or interrupted for 20 or more

congecutive days, or the contract term iz extended for 30 or more consecutive days for any of the following
reasons:

(1} Forest Service requests or orders Purchaser to delay or interrupt operations for reasons other
than breach;

(2) Purchaser interrupts or delays scheduled operations to work on a sale designated by the Foresgt
Service as in urgent nead of harvesting; or
(3} An adjustment of the contract term authorized upon a determination of substantial overriding

public interest, including a market-related contract term addition, or an urgent removal contract term
extension under 36 CFR 223.53.

When' Purchaser is not cutting or removing timber under contract during a qualifying peried of delay,
interruption, or extension listed above the downpayment may be reduced to $1000 or 2 percent of the
downpayment. amount stated in the contract, whichever is greater. The Purchaser must restore he
Gownpayment: to the full amcunt stated in the contract within 15 days from receipt of the bill for
collection and written notice from the Contracting Officer that the basis for temporarily reducing the
downpayment 1o longer exists. Purchaser shall not cut or remove timber on a contract where the downpayment
has been temporarily reduced until the downpavwent amount stated in the contract is fully restored,



Page 147
Sale Name: Ridgestock re-offer

C4.31# - BLANKET BOND (08/2001)

If Purchaser furnishes an acceptable bond or deposite securities, in accordance with B4.3, to guarantae
payment for timber from this and other timber sales within the sgame Contracting Zone, the amount of such
bond or deposited securities shall be allocated to such sales by Porest Service, When there 18 to be no
timber cutting hereunder for 30 calendar days or more and payment of current charges has been made, the
allocation to this sale shall be reallocated to other sales at Purchaser's reguest, and Purchaser shall not
start cutting hereunder until this sale receives an allocation which will, in combination with transferred-
in Purchaser Credit, meet the obligation for payment guarantee,

A Contracting Zone as stated in this provision contains the following Wational Porests:

Contracting Zone National Forasts

8z GrandMesa/Uncompahgre/Gunnison National Forest
2z Rig Grande National Forest

8Z Pike~San Isabel National Forest

82 S8an Juan National Forest
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C4.4 - PAYMENTS NOT RECEIVED (08/2012)

(a) Payments are due and payable on the date of issue indicated on the bill for collection. When a payment
for timber cut and other charges i8 not received at the location designated by PForest Service by the date
specified in the bill for collection for, Contracting Officer will guspend all or any part of Purchaser's
Operations until payment or acceptable payment guarantee is received. Other charges include, but are not
limited to:

(i) glash dispcsal, road maintenance, and contract Scaling deposite;

(i1} Cooperative work at rates established by gspecific agreement under B4.218;

{iii) Damages purauvant to BS.4;

{iv) Road use fees;

(v} Restoration of downpayment pursuant to B4.22;

{vi) Pericdic payments pursuant to B4.213;

{vii} Extension Deposits pursuant to B4.217; and

(viii)Other mandatory deposits.

{b) Failure to pay amounts due by the date specified in the bill for collection shall be considered a
breach under B$.3. The 30-day notice period prescribed therein shall begin to run as of the end of business
on the date specified for receipt of payments., If the performance or payment is guaranteed by surety bond,
the surety will receive a copy of the written notification of breach. Demand will be made on the surety or
other institution providing the guarantee or bond instrument for immediate paywent 10 days after issunance
of written notification of the breach.

{c) Pursuant to the Debt Collection Improvement Act of 1996, as amended, if payment iz not received by
Forest Service within 15 days after the date of issue indicated on the bill for collectiocm:

(i) simple interest shall be assessed at the Current Value of Funds Rate as establisghed by the Secretary
of the Treasury. Interest will begin to accrue as of the date of issue indicated on the Snitial bill for
collection, . '

(i1} Debtors will be assessed administrative charges, in addition to the delinguent amount due.
Administrative charges are those additional costs incurred by the Government in processing, handling, and
collecting delinguent debts,

(11i) A penalty charge of six (6) percent per annum will be assezsed on any portion of a debt delinquent
more than 20 days. This penalty charge is in addition to interest and administrative charges under
paragraphs (c) (i} and {c¢) (ii). The penalty charge shall acerue from the date of issue indicated on the bill
for collection and ghall be assessed on all outstanding amounts, inecluding interest and administrative
cests agsessad under paragraphs () (i) and () (ii). )

{iv) Payments will be credited ¢n the date received by the Federal Depository eor Collection Qfficer
degignated on the bill for collection.

{d) Forest Service remedies for Purchaser's failure to make payment for timber cut and other charges, when
due, except for accrual of interest, suspension of all or any part of Purchaser's Operations, and
administrative offset, shall be stayed for so long as:

(1) A bona fide dispute exists as to Purchaser's obligatieon to make such payment and

{11) Purchaser files and prosecutes a timely Claim,
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C8.12# - USE QF ROADS BY PURCHASER (06/1999)

Purchaser's use of existing roads identified on Sale Avea Map by the following codes is prohibited or
subject teo restrictive limitaticns, unless agreed otherwise:

Code Use Limitations

X Hauling prohibited

R Hauling restricted

5] Unguitable for hauling prior to completion of agreed reconstruction
P Uge prohibited

A Public use reptriction

W Regulation waiver

Roads coded A will be signed by the Forest Service to inform the public of use regtrictions.

Purchaser's
uge of roads coded R, A, or W shall be in accordance with the following restrictions:

See Restricted Road List Table.



C5.12# — USE OF ROADS BY PURCHASER. (6/99) Purchaser's use of existing roads identified on Sale
Area Map by the following codes is prohibited or subject to restrictive limitations, unless agreed otherwise:

Code Use Limitations

Hauling prohibited

Hauling restricted

Unsuitable for hauling prior to
completion of agreed reconstruction

Use prohibited

Public use restriction

Regulation waiver

ST CAOX

Roads coded A wiil be signed by Forest Service to inform the public of use restrictions. Purchaser's use of
roads coded R, A, or W shall be in accordance with the following restrictions:

Restricted Road List

Road Termini Map Description of
Number Road Name From To Legend Restrictions
867 Alpine Plateau Road 0 16.1 R Timber hauling and road maintenance

activities are prohibited on all
weekends and Federal Holidays and
from December 15" through April 30,
inclusive, unless by written agreement
to allow winter hauling.
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C5.31# - ROAD MAINTENANCE REQUIREMENTS (07/2001)

Purchager shall maintain roads’ in accordance with the following Contract Road Maintenance Reguirements
Summary :

See Coniract Road Maintenmance Requirements Summary Table.



C5.31# - ROAD MAINTENANCE REQUIREMENTS. {7/01) Purchaser shall maintain roads in accordance
with the following Contract Road Maintenance Requirements Summary: '

Contract Road Maintenance Requirements Summary

Termini Applicable Prehaul Road Maintenance S ecifications
Road | From | To | Miles | T-800 | T-801|T-802| T-803| T-804 | T-805 | T-806 | T-807 | T-808 | T-809
B67.3A] O 0.91 | 0.91 P P P

P = Purchaser Performance ttem, D = Deposit to Forest Service, D3 = Deposit to Third Party

Termini Applicable During Haul Road Maintenance Specifications

Road | From | To | Miles | T-800|7-801|T-802 | T-803| T-804 | T-805 | T-806 | T-807 | T-808 | T-809
867.0 0 152 | 15.2 P P | P P P P P P

867.3A! 0 0.91 | 0.91 P p P P P P P P
867.0 ] 3.5 7.5 4.0 P

P = Purchaser Performance Item, D = Deposit to Forest Service, D3 = Deposit to Third Party

Termini Applicable Post Haul Road Maintenance Specifications
Road | From | To | Miles | T-800|T-801|T-802 T-803 | T-804 | T-805| T-806 | T-807 | T-808 | T-809
867.0 0 162 | 16.2 P P P P P | P P P
867.3A| 0 091 | 0.91 P P P P P P P P

P = Purchaser Performance Itern D = Deposit to Forest Service D3 = Deposit to Third Party




Road Maintenance T-Specifications

for

Timber Sale Contracts

To be usad with Timber Sale Contract Form 2400-6, C5.31#

No, Specification Title
T-800 Definitions

T-801 Slide and Siump Repair
T-802 Ditch Cleaning

T-803 Surface Blading

T-804 Surfacing Repair

T-805 Drainage Structures
T-806 Dust Abatement

T-807 Roadway Vegetation
T-808 Miscellaneous Structures
T-809 Waterbars



SPECIFICATION T-800 DEFINITIONS

Wherever the following terms or pronouns are used in Specifications T-801 through T-811, the intent and
meaning shall be interpreted as follows:

800-1.1 - Agreement. Maintenance projects require a mutually acceptable method to resolve the problems,
which arise when incompatible situations arise between drawings and specifications and actual conditions
on the ground to allow orderly and satisfactory progress of the maintenance.

These specifications have been developed in anticipation of those problem areas and have provided that
such changes will be by Agreement.

It is intended that drawings and specifications will govern uniess "on-the-ground” conditions warrant
otherwise, when specifications call for "Agreement", "agreed”, or "approval" such Agreement or approval
shall be promptly confirmed in writing.

800-1.2 - Annual Road Maintenance Plan. A plan prepared by varlous users of one or several roads. The
plan is an Agreement on maintenance responsibilities to be performed for the coming year,

800-1.3 - Base Course. Material used to reinforce Subgrade or, as shown on drawings, placed on
Subgrade to distribute wheel loads.

800-1.4 - Berm. Curb or dike consfructed to prevent Roadway runoff water from discharging onto
embankment slope.

800-1.5 - Borrow. Select Material taken from designated borrow sites.

800-1.6 - Crown, [nsiope, and Quislope. The cross slope of the Traveled Way to ald in drainage and traffic
maneuverability.

800-1.7 - Culverts. A conduit or passageway under a road; trail, or other obstruction. A cuivert differs from
a bridge in that it is usually entirely below the efevation of the Traveled Way.

800-1.8 - Drainage Dip. A dip in the Traveled Way which intercepts surface runoff and diverts the water off
the Traveled Way. A Drainage Dip does not block the movement of traffic.

T-800-1



800-1.9 - Drainage Structures. Manufactured structures which control the runoff of water from the Roadway
including Inslope, overside drains, aprons, flumes, downdrains, downpipes, and the like.

800-1.10 - Dust Abatement Plan. A table which lists the road, dust palliative, application rates, and
estimated number of subsequent applications,

800-1.11 - Lead-off Ditches. A ditch used to transmit water from a Drainage Structure or Drainage Dip
outlet to the natural drainage area.

800-1.12 - Material. Any substances specified for use in the performance of the work.

800-1.13 - Prehaul Maintenance. Road maintenance work which must be accomplished to maintain the
roads to a satisfactory condition commensurate with the Purchaser's use, provided Purchaser's Operations
do not damage improverments under BT6.22 or National Forest resources and hauling can be done safely.
This work will be shown in the Annual Road Maintenance Plan as provided in C5.31#.

Prehaul Maintenance work the Purchaser elects to perform will be in compliance with the Road
Maintenance T-Specifications.

800-1.14 - Roadbed. The portion of a road between the intersection of Subgrade and sideslopes, excluding
that portion of the ditch below Subgrade.

800-1.15 - Road Maintenance Plan. A table which shows applicable road maintenance specifications to be
performed by Purchaser on specific roads.

800-1.16 -~ Roadside. A general term denoting the area adjoining the outer edge of the Roadway.

800-1.17 - Roadway. The portion of a road within the limits of excavation and embankment.

800-1.18 - Shoulder. That portion of Roadway contiguous with Traveled Way for accommodation of
stopped vehicles, for emergency use, and lateral support of base and Surface Course, if any.

800-1.19 - Slide. A concentrated deposit of Materials from above or on backslope extending onto the
Traveled Way or Shoulders, whether caused by mass land movements or accumulated ravelling.

T-800-2



800-1.20 - Slough. Material eroded from the backslope which partially or completely blocks the ditch, but
does not encroach on the Traveled Way so as to biock passage of traffic.

800-1.21 - Slump. A localized portion of the Roadbed which hés slipped or otherwise become lower than
that of the adjacent Roadbed and constitutes a hazard to traffic.

800-1.22 - Special Project Specifications. Specifications which detail conditions and requirements peculiar
to the individual project.

800-1.23 - Subgrade. Top surface of Roadbed upon which Base Course or Surface Course is constructed.

For roads without Base Course or Surface Course, that portion of Roadbed prepared as the finished
wearing surface.

800-1.24 - Surface Course. The Material placed on Base Course or Subgrade primarily to resist abrasion
and the effects of climate. Surface Course may be referred fo as surfacing.

800-1.25 - Surface Treatment Plan. A table which lists the roads and surface treatments to be applied.

800-1.26 - Traveled Way. That portion of Roadway, excluding Shoulders, used for the movement of
vehicles.

800-1.27 - Turnouts. That portion of the Traveled Way constructed as additional width on single lane roads
to allow for safe passing of vehicles.

800-1.28 - Water Source. A place designated on the Road Maintenance Map for acquiring water for road
maintenance purposes.

800-1.28 - Waterbar. A dip in the Roadbed which intercepts surface runoff and diverts the water off the
Roadway. A Waterbar is not designed to be traversable by logging trucks.

T-800-3



SPECIFICATION T-801 SLIDE AND SLUMP REPAIR

DESCRIPTION

1.1 Slide removal is the removal from Roadway and disposal of any Material, such as soil, rock, and

vegetation that cannot be routinely handled by a motorgrader during Ditch Cleaning, T-802, and Surface
Blading, T-803 Operations. '

Slump repair is the filling of depressions or washouts in Roadway which cannot be routinely filled by a motor
grader during Surface Blading, T-803 Operations.

Slide removal and Slump repair includes excavation, loading, hauling, placing, and compacting of waste or
replacement Material and the development of disposal or borrow areas.

REQUIREMENTS

3.1 Slide Material, including scil, rock and vegetative matter which encroaches into the Roadway, shall be
removed. The slope which generated the Slide Material shall be reshaped during the removal of the Slide
Material with the excavation and loading equipment. Slide Material deposited on the fillslope and below the
Traveled Way will not be removed unless needed for slope stability or fo protect adjacent resources.

Surface and Base Courses shall not be excavated during Siide removal operations.
Slide Material which cannot be used for other beneficial purposes shall be disposed of at disposal sites

shown on Sale Area Map. Material placed in disposal sites will not require compaction unless compaction
is shown on Road Maintenance Plan.

T-30%-1



3.2 When filling Slumps or washouts, Material shall be moved fromi agreed locations or barrow sites, placed

in layers, and compacted by operating the hauling and spreading equipment uniformly over the fuil width of
each layer.

Existing aggregate surfacing shall be salvaged when practical and relaid after depressions have been filled.

Damaged aggregate base, aggregate surfacing, and bituminous pavement shall be repaired under
Specification T-804 Surfacing Repair.

The repaired areas of the Slump shall conform to the cross-section which existed prior to the Slump and
shall blend with the adjacent undisturbed Traveled Way.

3.3 The maximum volume of Purchaser reéponsibility for Slide and Slump repair is shown on Road

Maintenance Plan. Greater volumes of Slide and Siump repair not qualifying as Catastrophic Damage are
Forest Service responsibility.

 7-801-2



SPECIFICATION T-802 DITCH CLEANING

DESCRIPTION

1.1 Ditch cleaning is removing and diSposing of all Slough Material from Roadway ditches to provide a
free-draining waterway.

REQUIREMENTS

3.1 Ditch cleaning shall be repeated during the year as often as necessary to facilitate proper drainage.
3.2 All Slough Material or other debris which might obstruct water flow in the Roadway ditch shall be
removed. Material removed from the ditch, if suitable, may be biended into existing native road surface or
Shoulder or placed in designated Berms in conjunction with Surface Blading T-803 operations.

Material removed from ditches that is not by Agreement blended into existing roads or placed in Berms shall
be loaded and hauled to the disposal site designated by the Forest Service.

3.3 Roadway backslope or Berm shall not be undercut.

T-802-1



SPECIFICATION T-803 SURFACE BLADING

DESCRIPTION

1.1 Surface blading is keeping a native or aggregate Roadbed in a condition to facilitate traffic and provide
proper drainage. It includes maintaining the Crown, Inslope or Outslope of the Traveled Way, Turnouts,

and Shoulder; repairing Berms; blending approach road intersections; and cleaning bridge decks, Drainage
Dips, and Lead-off Ditches.

REQUIREMENTS

3.1 Surface blading shall be performed before, during, and after Purchaser's use as often as hecessary to
facilitate traffic and proper drainage.

3.2 The surface blading shall preserve the existing cross-saction. Surface irregularities shall be eliminated
and the surface leftin a free-draining state and to a smoothness needed to facilitate traffic. Surface Material
which has been displaced to the Shoulders or Turnouts shall be returned to the Traveled Way. The blading
operation shall be conducted to prevent the loss of surface Material and to provide for a thorough mixing of
the Material being worked.

3.3 Waler, taken from Water Sources designated on Sale Area Map, shall be applied during blading if
sufficient moisture is not present to cut, mix, or compact the surface Material,

3.4 On native surfaced roads, Material generated from backslope Sloughing, and ditch cleaning may be
blended with the surface Material being worked. On aggregate surfaced roads this Material shall not be
blended with Surface or Base Course Material unless agreed otherwise.

3.5 Roadway backslopes or Berms shall not be undercut, nor shall new Berms be established unless
agreed otherwise,

Berms shall be repaired by placing Material, as needed to restore the Berm, to reasonably biend with
existing line, grade, and cross-section.

3.6 Drainage Dips and Lead-off Ditches shail be cleaned and maintained to reasonably blend with existing
line, grade, and cross-section.
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3.7 Intersecting roads shall be bladed for a distance of 50 feet to assure proper blending of the two riding
surfaces.

3.8 Rocks or other Material remaining on the Traveled Way after the final pass that are larger than 4 inches
in diameter or are larger than the maximum size of imported surfacing shall be removed from the Traveled
Way. Unless otherwise designated by the Forest Service, the oversized Material shall be disposed of by
sidecasting. Sidecasting into streams, lakes, or water courses will not be permitted.

3.9 Material resulting from work under this specification shall not remain on or in structures, such as
Culverts, overside drains, cattleguards, ditches, Drainage Dips, and the like.

3.10 Material resulting from work under this specification, plus any accumulated debris, shall be removed
from bridge decks and the deck drains opened.

T-803-2



SPECIFICATION T-804 SURFACING REPAIR

DESCRIPTION

1.1 Surfacing repair is repairing potholes or small soft areas in the Traveled Way. Itincludes area

preparation and furnishing and piacing all necessary Materials, and other work necessary to repair the
surface.

MATERIALS

‘2.1 Material used in the repair of soft areas on aggregate or native surfaced roads may be acquired from
approved commercial sources, designated Forest Service Borrow areas, or Borrow sources agreed to. The
quality and quantity of the imported Material used in the repair will be limited to that needed to pravide a
stable Traveled Way for hauling and to minimize damage to the road and adjacent resources. The quantity
of imported surface repair Material used in the appraisal estimate will be shown on Road Maintenance Plan.

However, the magnitude of the work may vary depending on Purchaser's hauling schedule and ground
conditions.

2.2 Materiai used in the repair of bituminous pavements may be acquired from local cormmercial sources. If
a mixing table is required, the location shall be approved by the Forest Service, The bituminous mixture to
be used by the Purchaser shall be approved by the Forest Service. The Purchaser's share of the guantity of
bituminous mixture used in the appraisal estimate will be shown on Road Maintenance Plan. However,

Purchaser's share of the work may vary depending on Purchaser's hauling schedule, ground conditions,
other traffic, etc.

REQUIREMENTS

3.1 Work under this specification shall be performed in a timely manner to reduce further deterioration of
the Traveled Way.

"3.2 Soft spots on aggregate or native surfaces shall be repaired by placing the imported Surface Course an
top of the soft spot. Layers of imported Material shall be placed until a firm surface is produced.

3.3 Bituminous Pavement Repairs. The areas to receive bituminous pavement repairs will be marked on
the road surface by the Forest Service just prior to Purchaser performing the work.
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3.4 Potholes (deep patch). Surface Course and Base Course Materials shall be excavated to a depth
necessary fo reach firm, suitable Material. The minimum depth of excavation shall be 2 inches and the
maximum depth of excavation shall be to the top of the Subgrade.

The edges of the prepared hole shall be extended to form a vertical face in unfractured asphalt surfacing.
The prepared hole shall generally be circular or rectangular in shape, dry, and cleaned of all loose Material.

Prepared potholes shall be patched or barricaded immediately.
The faces of the prepared hole shall be tacked with a slow-setting emulsified asphait.
The bituminous mixture shall be placed in layers not exceeding a compacted depth of 2 inches. Each layer

shall be compacted thoroughly with hand or mechanical tampers or rollers. Compaction shall not be done
with equipment wheels.

Upon compietion, fhe compacted patch in the pothole shall be flush, with a tolerance or approﬁimately Ya
inch to % inch above the level of the adjacent pavement.

3.5 Skin Patches. Bituminous mixture shall be distributed uniformly with feathered edges in layers not to

exceed 2 inches compacted depth. When multiple layers are ordered, joints shall be offset at least 6 inches
between layers. :

Each layer shall be compacted by two passes with a 7-10 ton steel roller or comparable vibratory roller.

3.6 Asphalt Berm. Damaged segments of Berm shall be removed and the exposed ends beveled at
approximately 45 degrees from vertical. The Berm foundation shail be cleaned and patched as necessary.
The foundation and joining surfaces shall be coated with a slow-setting emulsified asphalt. Asphalt mix
shall be placed and compacted to conform with the shape and alignment of the undamaged segment.

3.7 Disposal. All Materials removed from potholes, patches, and Berms shall be disposed of at disposal
sites designated by the Forest Service.
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SPECIFICATION T-805 DRAINAGE STRUCTURES

DESCRIPTION

1.1 This work consists of maintaining Drainage Structures and related items such as inlet and outlet
channels, existing riprap, trash racks, and dropinlets. ‘

MATERIALS

2.1 All Materials used in the maintenance of Drainage Structures shall conform by type and specification to
the Material in the structure being maintained,

REQUIREMENTS

3.1 Drainage Structures and related items shall be ¢leared of ali foreign Material which has been deposited
above the bottom of the structure and all vegetative growth which interferes with the fiow pattern. Material

removed that cannot be incorporated into maintenance work shall be hauled to a disposal site designhated
by the Forest Service.

3.2 Ifoutlet or inlet riprap was installed by Purchaser as a construction item or existed prior to Purchaser's

haul, it shall be maintained in good condition inciuding the replacement of riprap if necessary to previous
line, grade, and cross-section. : '

3.3 Perform maintenance to insure the proper functioning of the head walls, éprons, inlet assemblies,
overside drains, tiprap, trash racks, and other facilities related to the Drainage Structure.
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SPECIFICATION T-806 DUST ABATEMENT

DESCRIPTION

1.1 This work shall consist of preparing Traveled Way and furnishing and applying Materials to abate dust.
MATERIALS

2.1 The roads requiring dust abatement, type of dust abatement Material to be used, the rates of
application, and frequency of applications wiil be shown on Dust Abatement Plan (05 31#). The Dust
Abatement Plan may be changed by written Agreement.

2.2 Water. The locations of Water Sources are shown on Sale Area Map.

2.3 Dust abatement Materials shall meet the requirements of the following subsections of FP-03 Standard
~ Specifications for Construction of Roads and Bridges on Federal Highway Projects.

Emulsified Asphalt 702.03
Bloiter Material 703.43
Magnesium cr Calcium Chloride Brine  725.02
Calcium Chioride Flake 725.02
Lignin Sulfonate 725.20

2.4 Testing of Materials. Certification and sampling of bituminous Materials lignin sulfonate, and
magnesium chloride shall be in accordance with subsections 106.04 and 702.09 or 106.03 and 306.06 of
FP-03 Standard Specifications for Construction of Roads and Bridges on Federal Highway Projects.

REQUIREMENTS

EJJ

3.1 General. Dust abatement Materials shall be applied to the road surface as necessary to control road
surface loss, provide for road user safety, and minimize damage to adjacent resources.

3.2 Compaction. When the methods listed below specify compaction, Traveled Way shall be compacted
by an 8 to 10 ton pneumatic, steel-wheeled or equivalent vibrating roller making 2 passes over the full
Traveled Way and Shoulder width, unless compaction is not required on the Dust Abatement Plan
(C5.31#).
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3.3 Preparation to Dust Abatement Materials Other Than Water. The following applies to all methods of
preparation:

Bituminous residue shall be scarified and puiverized {o produce loosened Material not exceeding 4 inches
in greatest dimension.

Traveled Way shall be bladed in accordance with T-803.

Prior to applying DO-8BA, DO-6PA, or DO-8, the top 2 irches of Traveled Way shall contain not less than
80 percent nor more than 120 percent of optimum moisture as determined by AASHTO

T-89, Method C. Prior to applying other bituminous Material, Traveled Way shall have a moisture contant
between 1 and 3 percent. If surface dusting prevents the bituminous Material from penetrating, a light
application of water shall be applied just prior to applying the bituminous Materia!.

Lignin Sulfonate and magnesium chioride shall be épplied when the top 1 inch of Traveled Way contains not

less than 3 percent moisture, nor more than 120 percant of optimum moisture as determined by AASHTO
. T-89, Method C.

Moisture content will be determined in accordance with AASHTO T-217 OR T-239.

One or more of the following methods shall be used, as specified in the Dust Abatement Plan (Ch.4).

Method 1. Compact Traveled Way and apply the dugt abatement Material.

Method 2. Develop a layer of loose Material approximately 1 inch in depth for the full width of Traveled
Way. Apply the dust abatement Material to this loose Material and compact after penetration. if traffic
makes maintenance of the loose Material difficult, 1 inch of the Material may be btaded into a windrow along
the Shoulder. The specified moisture content shall be maintained in the windrow and the top 1 inch of

Traveled Way. The windrow shall be bladed to a uniform Material. When the dust abatement Material has
penetrated, Traveled Way shall be compacted.

Method 3. Blade 1 inch of Material from Traveled Wayinto a windrow along the Shoulder. Maintain the
specified moisture content in the windrow and the top irich of Traveled Way. Apply half the dust abatement
Material. When the dust abatement Material has penetrated, the windrow shall be bladed to a uniform
depth across dust abatement Traveled Way, and the rerraining dust abatement Material shall be applied.
Traveled Way shall be compacted.
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Method 4. Develop a layer of loose Material approximately 2 inches in depth for the full width of Traveled
Way. Apply half the dust abatement Material to the loose Material. Blade the top 2 inches into a windrow

along the Shoulder. Apply the remaining dust abatement Material to Traveled Way and the Berm. Spread
the Berm eveniy across Traveled Way and compact.

3.4 Preparation for Dust Abatement with Water. Traveled Way shall be prepared in accordance with
Specification T-803 Surface Blading when reguired.

3.5 Application Tolerance. Dust abatement Materials other than water shall be applied within 0.05 gallons
per square yard of the rate specified. '

3.6 Mixing Requirements. DO-8BA, DO-6PA, and DO-8 shall be thoroughly circulated in the distributor
within 1 hour of application.

3.7 Weather Limitations. Dust abatement Materials shall not be applied when it is raining.

Bituminous Material shall be applied when the surface temperature of Traveled Way is 50 degrees
Fahraenheit or higher.

Lignin sulfonate and magnesium chioride shali be applied when the atmospheric temperature is 40 degrees
Fahrenheit or higher. ‘

3.8 Blotter Material. Blotter Material shall be spread in a sufficient quantity to prevent tire pickup.
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SPECIFICATION T-807 ROADWAY VEGETATION

DESCRIPTION

1.1 This work includes removal of brush and trees from within the Roadway limits.

REQUIREMENTS

3.1 Vegetative matter within the Roadway which impedes vehicular travel or interferes with road
maintenance operations, such as surface blading and ditch and culvert cleaning shail be removed. Downed
timber meeting utilization standards shall be cut in appropriate lengths and decked along the Roadside in
locations where the Traveled Way or sight distances will not be impaired.

3.2 Vegetative matter removed from the Roadway shall be treated by the specified method and as required
by C6.7#.
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SPECIFICATION T-808 MISCELLANEOUS STRUCTURES

PESCRIPTION

1.1 Maintenance of miscellaneous structures includes cattleguards, gates, and other simifar structures that
have been previously installed to insure safe and efficient operation of the road.

MATERIALS

2.1 Any Materials needed in the maintenance of miscellaneous structures shall be similar in type and
quality to the Material in the structure being maintained.

REQUIREMENTS
3.1 Catfleguards. lLoose rails shall be welded or bolted back in place.

Excess Material carried into the cattleguard shall be removed when drainage is blocked or when it reaches
6 inches from the bottom of the cattleguard frame. Drainage into and from the cattleguard shall be kept
open. : ‘ ‘ ‘

3.2 Gates. Gates shall be kept in good repair and made to swing easily. Hinges or latches shall be repaired
if not operating properly. '

Brush and debris shall be removed from within the swinging radius.
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SPECIFICATION T-809 WATERBARS

DESCRIPTION
1.1 This work consists of installing or removing Waterbars in the Roadbed.
REQUIREMENTS

3.1 Waterbars shall be installed on roads shown on Road Maintenance Plan in accordance with the
attached drawings and at locations designated or staked on the ground.

All Material excavated shall be used in the installation of the Waterbar. Bermed Material shall be
compacted by operating heavy equipment over the length and width of the Berm,

3.2 Waterbars shall be removed on roads shown on Road Maintenance Plan by blading the Berm into the
adjacent depression to form a smooth transition along the Traveled Way. The length and width of the fill
Material shall be compacted by the equipment performing the work.

3.3 Waterbars may be required to be inétalled between seasons of use and then removed when haul is
resumed. Waterbar installation may also be required when use of a road has been completed.
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£5.32# - ROAD MAINTENANCE DEPOSIT SCHEDULE. (8/12) Other provisions herein netwithstanding,
when Forest Service requests payment in lieu of Purchaser’s performance of road maintenance, Purchaser
shall make Required Deposits (16 USC 537} for current and/or deferred road maintenance. Such deposits
- are based on the estimated volume and distance hauled and Purchaser’'s commensurate use of each road
‘ listed in the Road Maintenance Plan in C5.31#. ‘

Purchaser and Forest Service may agree in writing on adjustment of such rates. If Purchaser uses roads
under jurisdiction of Forest Service other than those listed in the Road Maintenance Plan, Forest Service
shall establish rates commensurate with Purchaser's use of such roads.

The Required Deposits for Forest Service work in lieu of Purchaser performance are § 0 per
1 NA _for recurrent maintenance, and $ 2.87 per 1/__CCF for deferred maintenance.

The following table lists who Purchaser will make deposits for road maintenance to, and the rate per unit of

measure of the deposit. The Road Maintenance Agreement is available for inspection at the Forest
Supervisor's office.

Deposit Made Te Rate Unit of Measure
N/A
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C5.35% - CLOSURE OF TEMPORARY ROADS (08/2001)

Unless otherwise agreed to in writing, temporary roads associated with the cutting uniti{s) listed in the
following table shall be closed using the closure method dezcribed.

See Temporary Road Closure Tabla



RO-C5.35# - CLOSURE OF TEMPORARY ROADS. (9/01) Unless otherwise agreed to in writing, temporary

roads associated with the cutting unit(s) listed in the following table shall be closed using the closure method
described.

Unit ' Closure Method

In addition to the requirements set forth in B6.63, block the road
to normal traffic by restoring the roadbed to original contour and
6809 scattering boulders or other barriers at the beginning of the road
for an effective distance. Remove culverts, remove ruts and
berms, rip, seed and scatter slash, stumps, or cull logs on the road
surface the entire length of the road.
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C5.36% - SNOW REMOVAL (08/2001)

Snow removal shall be done in a manner to preserve and protect the roads te insure safe and efficient
transportation and to prevent unacceptable ercsion damage to roads, streams, and adjacent lands,

A. Description. Snow removal work by Purchaser shall include:
1. Removal of snow from entire road surface width including turncuks.

2. Removal of snow slides, minor earth slides, fallen timber and boulders that obstruct normal road
surface width including turnouts.

3. Maintain drainage so that the drainage system will function efficiently.

B. Performance. All items of sgnow removal shall be done currently as necessary to insure safe, efficient
transportation. Work shall be done in accordance with the following minimum standards of performance.

1. PRemoval of material. All debris, except snow and ice, that iz removed from the road surface and
ditches shall be deposited away from stream channels at agreed locations.

2. During snow removal operations, banks shall not be undercut nor shall gravel or other selected
surfacing material be bladed off the roadway surface.

3. Ditches and culverts shall be kept functional during and following roadway use.

4. BSnow berms shall not be left on the road surface. Berms left on the shoulder of road shall be removed
and/or drainage holes shall be opened and maintained. Drainage holed shall be spaced as required to cbtain
satisfactory surface drainage without discharge on erodible fillg.

5. Dozers and skidders shall not be used to plow anow on system roads without written approval of Forest
Service. Upon approval, dozers and skidders must be equipped with shoes or rumners to keep the plow blade

a winimum of 4_inches above the road surface unless specifically removed from the requirements in writing.

6. Snow must not be removed to the rcad surface. A minimum_ 4 inch depth must be left to protect the
roadway .

7. Purchaser's damage from, or as a result of, snow removal shall be restored in a timely manner,

C6.223 - PROTECTION OF FENCES (09/2001)

Unless ctherwise agreed to in writing, all fences, as designated on Sale Area Map, which are reguired to be
cut because of temporary road construction, skid road construction, or other logging activities, shall not

be cut until the fence has first been "line braced" or "fence braced," to prevent loss of tension, on both

sides of the wire span or series of short spans to be cut.

The Purchaser shall install temporary cattleguards in accordance with attached plang at each locaticn where
the fence is cut for temporary road access unless ctherwise approved in writing by Forest Service, &1L
fences will be restored promptly after logging to the condition existing immediately prior to logging.
Fence repair will be kept current with logging operations.
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€6.312# - SALE OPRRATION RESTRICTIONS (04/2004)

Unlesgs ctherwise agreed to in writing, sale operatione will be restricted as listed below:

See Sale Operation Restrictions Schedule



RO-CB.312# - SALE OPERATION RESTRICTIONS, (4/04) Unless otherwise agreed to in writing, sale operations
wilt be restricted as listed below; :

Sale Operation Restriction Schedule

Subdivision / .
Cutting Uni Restriction Purpose

All timber purchaser operations, timber harvest | To avoid
activities, temporary road construction activities | disturbance to elk
and road maintenance/obliteration work will take | calving.

689 place outside of the time period of May 15 to July
1 inclusive, unless otherwise permitted by the
Forest Service due to the absence of elk calving.
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C6.411# - FELLING AND BUCKING (SPECIAL OBJECTIVES) (i11/1998)

Unless otherwise agread in writing, silvicultural prescriptiong and land management objectives shall be
conducted and accomplished by the follewing requirements, methods and procedures:

See Falling and Bucking Table



RO-C6.411# - FELLING AND BUCKING (SPECIAL OBJECTIVES). (11/98) Unless otherwise agreed in writing,

silvicultural prescriptions and land management objectives shall be conducted and accomplished by the following
requirements, methods and procedures:

Cutting Unit Special Objectives
All To restrict residual tree damage, harvest trees shall be felled, insofar as

reproduction, topography and lean will permit, to angle into tractor roads
and/or skid trails.

All Whenever feasible, trees shall not be felled into or across
streamcourses
All Failing equipment shall not operate in wet areas where excessive soil

rutting or compaction can occur. Trees may require hand failing and
winching to skid trails especially in units with a high occurrence of wet
areas such as the north east portion of 8.
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€6.42# - SKIDDING AND YARDING (SPECIAL OBJECTIVES) (121/1998)

Unless otherwige agreed in writing, silvicultural prescriptions and land management objectives shall be
conducted and accomplished by the following requirements, methode and procedures

See gkidding and Yarding Tabls



RO-CH.42# - SKIDDING AND YARDING (SPECIAL OBJECTIVES. (11/98) Unless otherwise agreed in wrltlng,

silvicultural prescriptions and land management objectives shall be conducted and accomplished by the following
requirements, methods and procedures:

Cutting Unit Special Objectives

Al Windfall down material across skid trails shall be bucked priot to being
pushed by iractors.

All Insofar as topography and ground conditions permit, products shall be pulled
endwise from the bed where they are felled.

All Skidding or yarding of logs no longer than 41 feet shall be required in order to
avoid damage to the residual stand.

Al Skidding equipment shall not operate in wet areas where excessive soil
rutting or compaction can occur, Trees and/or logs may require cable
winching to skid trails especially in units with a high occurrence of wet areas
such as the north east portion of unit 8.
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C5.6% - EROSION PREVENTION AND CONTROL (11/1998)

A. Purchaser ghall locate Temporary Roads on locations approved by the Foregt Service. Such location
shall include the marking of rcad centerline or grade-line and the setting of such constructicn stakes as

are necesaa%y to provide a suitable basis for economical construction and the protection of National Forest
lands.

B. Skidding with tractors within_ 100 feet of live streams shall not be permitted except in places
designated in advance by Forest Service, and in no event shall skid roads be lovated in live or
intermittent streamcourses. Skid trails shall be located high encugh out of draws, swales, and valley
bottoms to permit diversion of runoff water to natural undisturbed forest ground cover.

C. Prior to periods of accelerated water runoff, especially during the spring runoff and periocds of heavy
rainfall, Purchaser shall inspect and open culverts and drainage structures, construct specizl cross

ditches for road runoff, and take other reasonable measures neaded to prevent solil erosion and ziltation of
streams.

D. Temporary Road surface width shall be limited to truck bunk width plus four (4) fest, except for needed
turnouts which shall not exceed two (2} times the bunk width plus four (2} feet. IE shovels or craneg with

revelving carriage are used to sgkid or load, Temporary Road surfage width equal to track width plus tail
swing shall be permitted.

E. Unless otherwise agreed in writing, Purchaser shall keep erosion control work current with his
operations under the sale and in any case nbt later than 15 days after completion of skidding on each
payment unit or cutting unit,
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.'C6.601# - ERCQETON CONTROL _SEEDING (11/1998)

Following completion of skidding and yarding operations in an area, Purchaser shall seed and fertilize all
exposed areas of raw soil which has been designated by the Forest Service on skigd trails, landings,

firebreaks, slides, slumps, Temporary Roads and traveled ways of SpeC1f1ed Roads_N/a following closure
specified in C5.41#.

S0il on areas to be seeded shall be left in a roughened condition faverable to the retention and
germination of the geed. Scarification of traveled ways on Specified Roads listed above shall be to a
minimum depth of_4 inches and a maximum depth of 18 inches.

Seed and fertilizer shall be spread evenly at the rate of 45 pounds of seed and _N/A  pounds of fertilizer
per acra.

When fertilizer and seed are applied in separate operations, the second operation shall be carried out
within 72 hours of the first.

Seeding shall ke done during the period_September 1 to Nevember 30 and under the above specified conditions
unless otherwise approved.

The kinds and amounts of seed to be sown in terms of pure live seed (PLE) shall be:

See Seed Application Table

All seed purchaged will be certified to be free of the noxious weed seeds from weeds listed on the current
"All States Noxious Weeds List." Tesgt results from a certified seed analyst and seed analysis labels

attached to the bags will be provided to the Forest Service.

The following kinds and amounts of standard commercial fertilizer shall he uged with guaranteed analysgis of
contents clearly marked on containers:

S8¢e Fertilizer Application Table



RO-C8.601# - EROSION CONTROL SEEDING. (11/88) Following compietion of skidding and yarding operations
in an area, Purchaser shall seed and fertilize all exposed areas of raw soil which has been designated by the Forest

Service on skid trails, landings, firebreaks, sfides, slumps, Temporary Roads and traveied ways of Specified Roads
N/A__ following ciosure specified in C5.41#.

Soil on areas to be seeded shall be left in a roughened condition favorable to the retention and germination of the
seed. Scarification of traveled ways on Specified Roads listed above shall be to a minimum depth of __ 4
inches and a maximum depth of __ 18 inches,

Seed and fertilizer shall be spread evenly at the rate of ____ 45 pounds of seed and
N/A pounds of fertilizer per acre.

When fertilizer and seed are applied in separate operations, the second 6peration shall be carried out within 72
hours of the first.

Seeding shall be done during the periocd __September 1 to __November 30 _ and under the above specified
conditions unless otherwise approved.

The kinds and amounts of seed to be sown in terms of pure live seed (PLS) shall be;

Species of Seed ~ PLS Pounds Per Acre

Barley (Hordeum Vulgare) 45

All seed purchased will be certified to be free of the noxious weed seeds from weeds listed on the curreht "All States
Noxious Weeds List." Test results from a certified seed analyst and seed analysis labels attached to the bags will
be provided to the Forest Service.

The following kinds and amounts of standard commercial fertilizer shail be used with guaranteed analysis of
contents clearly marked on containers:

Type of Fertilizer : Pounds Per Acre

N/A _ N/A




Page 165
Sale Name: Ridgestock re-offer

C6.602#f - PROTECTIQN OF DISTURBED AREAS FRCM ESTABLISHMENT OF NOXIOUS WEEDS (11/1998)

In addition to the requiremente of C6.601#; Purchaser shall geed and fertilize areas where mineral soil is
exposed as degignated by the Forest Service.

Unlegs otharwise agreed to in writing, seeding shall be done in the early spring or fall during weather and
moisture conditions favorable for quick germination and growth of the plants. Seeding shall be completad
in a timely manner following the last disturbance activity by the purchaser in the disturbed area,

The Certified seed analysis reports from each container shall be provided by Purchaser te the Forest
Service prior tc application of the seed. Seed and fertilizer shall be spread evenly at the rate of_45

pounds of seed and N/A pounds of fertilizer per acre.

When fertilizer and seed are applied in separate operations, the second operation shall be carried out
within 72 hours of the first operation.

When an adequate seedbed does not exist, Purchaser shall scarify to get a 2 inch loose s0il seedbed, prior
to.seeding.

The kinds and amounts of seed to be sown in terms of pure live seed (PLS) shall be:

See S¢ed Application Table

All seed purchased will be certifisd to be free of the noxicus weed seeds frem weeds listed on the current
"All states Noxious Weeds List." Test results from a certified seed analyst and seed analyais labels
attached to the bags will be provided to the Forest Servics.

The following kinds and amounts of standard commercial fertilizer shall he used with guaranteed analysis of
contents clearly marked on containers:

See Fertilizer Application Table



RO-C6.602# - PROTECTION OF DISTURBED AREAS FROM ESTABLISHMENT OF NOXIOUS WEEDS.
(11/98) In addition to the requirements of C6.601#; Purchaser shall seed and fertilize areas where mineral soil is
exposed as designated by the Forest Service.

Unless otherwise agreed to in writing, seeding shall be done in the early spring or fall during weather and moisture
conditions favorable for quick germination and growth of the plants. Seeding shall be completed in a timaly manner
foliowing the last disturbance activity by the purchaser in the disturbed area.

The Certified seed analysis reports from each container shal! be provided by Purchaser to the Forest Service prior
to application of the seed. Seed and fertilizer shali be spread evenly at the rate of 45 .. pounds of seed
and N/A___ pounds of fertilizer per acre.”

When fettilizer and seed are applied in separate opsrations, the second operation shall be carried out within 72
hours of the first operation.

When an adequate seedbed does not exist, Purchaser shall scarify to get a 2 inch loose soil seedbed, prior to
seeding. .

The kinds and amounts of seed to be sown in terms of pure live seed (PLS) shall be:

Species of Seed PLS Pounds Per Acra
Barley (Hordeum Vulgare) 45

All seed purchased will be certified to be free of the noxious weed seeds from weeds iisted on the current "All States
Noxious Weeds List." Test results from a certified seed analyst and seed analysis labels attached to the bags will be
provided to the Forest Service.

The following kinds and amounts of standard commercial fertilizer shall be used with guaranteed analysis of
contents clearly marked on containers:

Type of Fertilizer Pounds Per Acre

N/A N/A
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C6.7%# -~ SLASH TREATMENT (04/2003)

Slash is defined as logs, tops, limbs, and other woody material, exclusive of stumps, which is created by
the logging operation and remaining on the ground after logging. In areas where Purchaser-created slash is
intermingled and inseparable from pre-existing slash, slash disposal requirements shall apply to the pre-
exigting slash as well as the Purchaser-created slash. Such areas are designated in the Purchaser Slash
Regponsibilicy Table herein,

Slash created in the construction of Specified Roade shall not be coneidersd as logging slash in this
Section.

Unlesa otherwise agreed in writing, Purchaser shall perform the fellowing work described below and/or as
shown on the Sale Area Map and/or Slash Disposal Map.

Forest Service and Purchaser shall jointly develop a schedule for completion of slash treatment on the
variovs portions of the gale area.

See Purchasger's Slash Responsibility Table



RO-C6.7# - SLASH TREATMENT. (4/03) Slash is defined as logs, tops, limbs, and other woody material, exclusive

of stumps, which is created by the logging operation and remaining on the ground after logging. In areas where

Purchaser-created slash is intermingled and inseparable from pre-existing slash, slash disposal requirements shall

apply to the pre-existing slash as well as the Purchaser-created slash. Such areas are designated in the Purchaser
Slash Responsibility Table herein.

Slash created in the construction of Specified Roads shall not be considered as logging siash in this Section.

Unless otherwise agreed in writing, Purchaser shall perform the following work described below and/or as shown on
the Sale Area Map and/or Slash Disposal Map.

Forest Service and Purchaser shall jointly develop a schedule for completion of slash treatment on the various
portions of the sale area.

Purchaser's Slash Responsibility Table

Description of Unit(s) Type of Slash Disposal
6&9 Landing Cleanhup
6&9 Scatter
6&9 Fell Damaged Residual

Landing Cleanup :

A landing is considered a place where any logs or products are gathered for loading. Logs not meeting

. utilization standards accumulated at landings shall be decked as agreed to in writing by the Forest Service.
- All slash accumulated at landings shall be piled. :

Piles shall be reasonably compact and free of soil to facilitate burning. Piles will not be less than 6 (six) feet
in height. Piles shall be of a size and location which will not result in damage to residual fimber. Piles shall

be located at least 20 (twenty) feet from the drip line of residual timber and at least 200 (two hundred) feet
from perennial streams. Piles shall not be more than 25 (twenty-five) feet long.

Scatter
Logging slash shall be scattered away from and without unnecessary damage to residual trees. All
scattered logs shall be limbed and placed away from residual trees. Logging slash shall be scaitered to

reduce slash concentrations with slash being generally left within 24 (twenty-four) inches of the ground
and not in large piles or windrows. :

Fell Damaged Residual

Purchaser shall fell trees of all species over 2 {two) inches in diameter and not meeting minimum diameter
- specifications for Included Timber that are damaged beyond recovery by the Purchaser's operations.
Damaged beyond recovery is defined as (1) has the top broken out, (2) leans more than 10 degrees, (3) has
less than one half of its original limbs or (4) has its bark removed from at least half the circumference of the
bole. Such trees shall be severed at the stump and then treated with other logging slash. Stump height
shall not exceed 12 {twelve)_inches from the ground surface as measured on the uphill side.
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€6.72% - TEMPQRARY ROAD CONSTRUCTION SLASH DISPOSAL (01/2000)

Slash treatment methods of Temporary Road slash shall be agreed to in writing prior to construction.
Temporary Road slash shall be treated in accordance with the following:

A, BAll timber within the road clearing limits which contains a product meeting the minimum piece
specifications stated in A2 shall be felled (not pushed over) and bucked in advance of road construction.
All timber shall be felled within the clearing limits whenever it is feasible to do go.

B. Timber within the clearing llmlts not meeting minimum piece spec1flcatlons in A2 and other debris from
the clearing and grubbing operations more than_4 inches in diameter and_6 feet in length shall either be
(a) utilized and removed from Sale Area, (b) burned within the right-of-way, {¢} removed to designated
locations shown on Sale Ares Map for burying or later burning, (4) buried, (e) processed through a chipping
wachine, (f) scattered in such a manner as to avoid concentrations of slash and without damaging other
trees or resource values, {g) windrowed (h) decked, or (i} a combination thereof,

¢. All material to be treated or disposed of shall be bucked into lengths not to exceed 10 feet before
being piled or buried.

D. If debris is to be burned, burning shall be complete and shall be done at such Limes and in a manner

approved in writing by Forest Service. Residual construction slash from burning shall be buried, scattered
or remeved to agreed locations.

E. Debris teo be buried shall be placed in prepared holes, benches, or trenches, at agreed locations and
covered with not less than_§ feet of native soil or rock. &lash and debris may be buried in the roadway
previding hauling can be supported and providing there is little probability or hazard of slope failure,

F. If debrig is to be chipped, the chips shall be gpread over the surface of the ground in such a manner
that their loose depth does not exceed_§ inches. Chips may be mixed with soil within roadway.

G. 8lasgh and debris may be scattered in those situations where the volume of slash or residual slash is

relatively light and the adjacent stands of timber are sufficiently open to accommodate the scattering
without damage.

H, When slash is to be windrowed, the windrow area shall be cleared. Windrows shall be placed parallel to
and along the embankmenl toe, Windrows shall not be placed against trees,

I. 1If waterial is decked, logs not meeting Utilization Standards that are 6 inches or more in diameter
shall be bucked into lengths not to exceed L0 feet and piled at agreed locations.
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C6.83% - PRODUCT ACCOUNTABILITY (10/2003)

The following reguirements are applicable to Product Removal Permits:

1. Forest Service will issue to Purchaser or designated representative(s) serially numbered Product
Removal Permit books for use only on this sale. Product Removal Permit books, whether used or unused, shall
be accountable property of Forest Service and shall be returned to issuing Ranger Distric¢t in accordance
with the instructions contained eonm the cover of each book, Each Product Removal Permit which is not
returned will be considered a lost load and charged for as described in B6.85 or B6.851, as appreopriate.

2. Purchaser shall require all permits be filled out in ink, and otherwige completed, by an
individual named in writing, showing the date loaded, sale brand, sale name, and destination where products
will be unloaded. On the Load Permit, the month, day, and time the pruck ig loaded shall be punched out.
Each permit will then be attached to the load in accordance with instructions on the inside cover of the

Product Removal Permit bock. Products will not be hauled from the Sale Area without the Load Permit
attached to the load,

3. Before products are hauled, the truck driver must gign the Woods Permit in ink usging legal
‘gignature.

4. Each load will have the last three digits of the load receipt number painted con both ends of three
logs with BLACK paint. All loads that consist of a truck and pup(s) must have the last three digits of the
load receipt painted on both ends of three logs on all subunits of the combination.

C6.853 - LOADS ALTERED IN ROUTE (08/2002)

Loads of loge which are altered as a result of compliance with State Department of Transportation weight
laws will be considered a non-verified load unless a Forest Service representative can verify the
overwelght load was totally delivered to the scaling site. IFf the load is verified by the Forest Service
it may be processed through the normal sample selection process. :

Unless otherwise agreed to, off-loaded logs will not be stored at the weigh station site, Off-lcaded logs
will be delivered immediately to the designated scaling site.

Logs will be off-loaded onto an empty truck and will have a log load removal receipt attached before

proceeding from the weigh station. If logs are off-loaded onto another load of logs, both loads will be
congidered non-verified loads.

Bince non-verified loads will be larger than the -largest load in the sample in any given billing period,

Purchaser agrees to pay an amount eguivalent teo and in addition to the amount payakle at Current Contract
Rates.

Purchaser ig required teo notify the Forest Service before off-loading of loge ocoursg,
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C7.2 - FIRE PRECAUTIQONS (09/1593)

1. 8moking and Lunch Fires. Smoking is probibited except inside a building, developed recreation site,

vehicles, or while seated in an area of at least three feet in diameter that ig barren or cleared of all
flammable materials. 36 CFR 261.52(d).

The building of camp, lunch, warming and other firss within the sale area and vicinity is prchibited,
except at eatablished camps or at other safe places where all flammable material has been cleared away
sufficiently to prevent the start and spread of wildfires. Forest Service may, upon written reguest of
purchaser, designate specific places where campfirves may be built for purpeses of heating iunches.

2. Bpark Arrester and Mufiflers. Necwithstanding B7.2, operating or using any internal combustion engine,
on any timber, bruph, or grass covered land, including tralls and roads traversing such land, without a
spark arrester, maintained in effective working order, meeting either (I) Department of Agriculture, Forest
Service standard 5100, "SPARK ARRESTERS FOR INTERNAL COMBUSTION ENGINES, " (current edition); or (II} the
Society of Automotive Engineers (SAE) Recommended Practices J335, "MULTIPOSITION SMALL ENGINE EXHAUST
S8YSTEM FIRE TGNITION SUPPRESSION," (current version) and J350, 36 CFR 261,52 (]} is prohibited.

Passenger carrying vehicles, pickups, medium and large highway trucks {80,000 GVW) will be equipped with a
factory designed muffler system which is specified for the make and model of the respective vehicle/trueck
or with a muffler system that is equivalent or that exceeds factory specifications.

Exhaust systems shall be properly installed and continually maintained in serviceable condition.

3. Fire Extinguishere and Tools on Equipment. While in use, each internal combustion engine including
tractors, trucks, yarders, loaders, welders, generators, stationary engines, or comparable powered
eguipment sghall be provided with at least the following: '

{a) One fire extinguisher, at least S5#ABC with an Underwriters Laboratory (UL) rating of 34 - 40BC, or
greater, :

{b) One shovel, sharp, size O or larger, round-pointed with an overall length of at least ¢8 inches.

{c) One axe, sharp, double bit 3-1/2#, or one sharp pulaski.

Extinguishers, shovels, axes, and pulaskis shall be mounted so as to be readily available from the ground.
All tools ghall be maintained in a serviceable condition.

4. Power Saws. Each gascline engine power saw shall be provided with one chemical-pressurized fire
extinguisher of not less than 8-ounce vapacity by weight, and one size 0 or larger, round-pointed shovel
with an overall length of at least 48 inches. The extinguisher and shovel shall be maintained in acod
working ordexr. The extinguisher shall be with the power saw operator and ilmmediately available for use at
all times. The extinguisher shall not be affixed to the saw. The shovel shall be readily available to the
operator of the saw at all times. Having the shovel with the gas can used to refuel the saw may be
congidered "readily available" if not more than 200 feet from the saw, During pexiods of critical firve
danger, Forest Service may prescribe other precautionary measures,

Any fueling or refueling of a power gaw shall be done in area which has first been cleared of material

which will carry fire. The power saw shall be moved at lsast 10 feet from the place of fueling or refueling
before starting,

5. Blasting and Welding. The use of fuses in blasting shall not be permitted except near power lines
where the danger of accidental detonation is present, and then only by special written permission of Forest
Service. Whenever the relative humidity falls below 50 percent, Purchaser shall place a watchman at each
point where blasting ig done who shall remain on duty for at least one hour after blasting is finished, and
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who ghall be equipped with shovel and a water-filled backpack can equipped with a hand pump. During periods
when the relative humidity falls below 20 percent, blasting shall be discontinusd unlessg authorized, with
gpecial provisions, in writing by Forast Service. Blastlag shall mot be permitted in any area not cleared

to mineral scll without advance written approval of Forest Service and with such special precautions as may
bea required.

Prima Cord shall not be used in clearing operations, and in other areas where timber hags been felled and
slash not burned.

Unless otherwige directed in writing by Forest Service, all flammable material ghall be cleared for 10 feet
around any plece of equipment being welded. In addition, Purchaser shall provide a fire extinguisher of a
size and type designed to extinguish a fire in the flammable materials surrounding the spot being welded.

In order to determine the relative humidity, Purchase shall either (a) provide and maintain weather
ingtruments, that will measure relative humidity, in the area where blasting will occuxr; or (b) provide
communications to obtain weather data from Forest Service.

Explosives shall be stored at all times in a locked box marked "Expleosives®, Powder and blasting caps
shall be stored in separate boxes,

€. BStorage of Flammables. Gasoline, cil, grease and other highly flammable material shall be stored
either in a separate building, or at a site where all debris ig cleared within a radius of 25 feet. Storage
buildings oxr sites shall be a minimum distance of 50 feet from other structures. Storage buildings shall be
adequately posted to warn of the flammables and tc prohibit smoking in or around the building.

7. Camp Fire Protection. The grounds around all trailers, buildings, other facilities constructed or
placed on or near Sale Area under B6.2 shall be kept free of flammable material for a distance of at least

20 feest from the wall of such structure. Burning of such flammable material shall be as prescribed by
Forest Service in writing. :

Stovepipes of all wood burning stoves shall be equipped with suitable roof jacks and serviceable spark

arresters. Stoveplpes ehall be no closer than 2 feet from any wood or other flammables unless adeguately
wprotected from by metal or asbestes shields.
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€8.212 - MARKET-RELATED CONTRACT TERM ADDITION (11/2008)

The term of this contract may be adjusted when a drastic reduction in wood product prices has occurred
in accordance with 36 CFR 223.52. The Producer Price Index uzed to determine when a drastic reduction in
price has occurred is stated in A20. Purchaser will be notified whenever the Chief determines that a
drastic reduction in wood product prices has occurred. If the drastic reduction criteria specified in 38
CFR 223.52 are met for 2 consecutive calendar gquarters, after contract award date, Contracting Officer will
add 1 year to the contract term, upon Purchaser's written reguest. For each additional consscutive quarter
guch a drastic reduction occursg, Contracting Officer will, upon written requegt, add an additional 3 months
to the term during Normal Operating Season, except that no gingle 3-month addition shall extend the term of
the contract by more than one yesayx. Contracting Officer must receive Purchager's written reguest for a
market-related contract term addition before the expiration of this contract.

No more than 3 yvears shall be added to a contract's term by market-related contract term addition
unless the following conditions are met:

(i} The sale was awarded after December 31, 2006; and
(ii) A drastic reduction in weod product prices occurred in at least ten of twelve consecutive
quarters during the contract term, but not including the'quarter in which the contract was awarded.

For each qualifying quarter meeting the criteria in paragraphse (i) and (ii) of this provision, the
Forest Service will, upon the Purchaser's written reguest, add an additional 3 months during the normal
operating season to the contract, except no single 3-month addition shall extend the term of a contract by
more than 1 year. '

In no event shall a revised contract term exceed 10 years as a result of market-related contract term
addition.

Additional contract time may not be granted for thosa portions of the contract that have a reguired
completion date or for those portions of the contract where Centracting Cfficer determines that the timber
is in need of urgent removal or that timber deterioraticn or resource damage may result from delay.
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£8.66¢ (Option 1) - USE OF TIMBER (04/2004)

{a) This contract is subject to the Forest Resources Conservation and Shortage Relief Act of 1%90, as
amended (16 USC 620, et seq.).

{b) Except for_pome determined pursuant Lo public hearing to be surplus, unprocessed Included Timber
shall not be exported from the United States nor used in direct or indirect. suvbstitution for unprocessead
timber exported from private lands by Purchaser or any person as defined in the Act (16 USC 520e)

(e} Timber in the following form will be considered unprocessed:

(i) Trees or portions of trees or other roundwood not processed to standards and specifications
suitable for end product use;

(ii) TLumber, construction timbers, or cants intended for remanufacturing not meerning standards
defined in the Act (16 USC 620e); and

(1ii} Aspen or other pulpwood bolts exceeding 100 inches in length.

(d) Unless otherwise agreed in writing, unprocessed Included Timber shall be deliversd to a domestia
processing facility and shall not be mixed with logs intended for export.

(e} Prior to award, during the life of this contract, and for a period of 3 years from Termination
Date, Purchaser shall furnish to Forest Service, upon request, records showing the volume and gecgraphia
origin of unprocessed timber from private lands exported or sold for export by Purchaser or affiliates,

(£} Prior to delivering unprocessed Included Timber to another party, Purchaser shall require each
buyer, exchangee, or recipient t¢ execute an acceptable agreement that will:

(i} Identify the Federal origin of the timber;
(1i) Specify demestic processing for the timber invelved;

(111} Require the execution of such agreements between the parties to any subsequent transactions
invelving the timber:

(iv) Reguire that all hammer brands and/or yellow paint must remain on logs until they are either
legally exported or domestically processed, whichever is applicable; and

(v} Otherwise comply with the requirements of the Aot (16 USC 620d) .

{g) No later than 10 daye following the execution of any such agreement between Purchaser and another
party, Purchaser shall furnish to Forest Service a copy of each such agreement. Purchader shall retain, for
3 years from Termination Date, the vecords of all sales, exchanges, or dispositions of all Included Timber.

(h} Upon reguest, all records dealing wilth origin and dispesition of Tncluded Timber shall be made
available to Contracting Officer.

(i) For breach of this Secticn, Forest Service may terminate thig contract and take such other ac-tion ag
may be provided by statute or regulation, including the imposition of penalties. When terminated by Forest

Service under this Section, Forest Service will not be liable for any Claim submitted by Purchaser relating
to the terminatiom.



